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1 CLAIM LISTING 
2 

3 1 . (Currently Amended) A method of controlling a player station adapted to display gaming 

4 results associated with a game ticket where the game ticket includes a number of game 

5 plav outcomes, the method including the steps of: 

6 (a) detecting whether a tite game ticket inserted at the player station includes a cover; 
1 and 

8 (b) disabling the player station from displaying tihe gaming results associated with the 

9 game ticket in the event that the step of detecting whether the game ticket includes 

10 the cover indicates that the cover is present on the game ticketiancL 

11 £c) displaying the gaming results associated with the game ticket at the player station 

12 in the event that the step of detecting whether the game ticket includes the cover 

13 indicates that the cover is not present on the game ticket where displaying the 

14 gaming results associated with the game ticket includes individually displaying 

15 each game plav outcome of the number of game play outcomes. 
16 

1 7 2. (Currently Amended) The method of Claim 1 wherein the step of detecting whether the 

1 8 game ticket includes the cover includes producing a cover sensor output at a cover sensor . 
19 

20 3. (Original) The method of Claim 2 wherein the step of detecting whether the game ticket 

21 includes the cover includes determining an orientation of the game ticket in the player 

22 station, and further including the step of producing a ticket misorientation notification in 
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1 the event the step of determining the orientation of the game ticket in the player station 

2 indicates that the game ticket has not been inserted properly. 
3 

4 4. (Currently Amended) The method of Claim 3 further including the step of enabling the 

5 playe r stati o n to display gaming results associated with t he game ticket in the even t t hat 

6 th e st ep of detecting whedic r the gam e t ick e t includ e s the cover indicates that the cover is 

7 absent displaying the gaming results associated with the game ticket at the player station 

8 if the step of determining the orientation of the game ticket in the player station indicates 

9 that the game ticket has been inserted properly. 
10 

11 5. (Original) The method of Claim 3 wherein the step of determining the orientation of the 

1 2 game ticket in the player station includes producing an orientation sensor output. 
13 

14 6. (Original) The method of Claim 2 wherein the cover sensor is an optical sensor. 
• 15 

16 7. (Original) The method of Claim 2 wherein the cover sensor is a magnetic sensor. 
17 

1 8 8. (Original) The method of Claim 1 wherein the step of detecting whether the game ticket 

1 9 includes the cover includes the step of attempting to detect a feature located on the cover. 
20 

21 9. (Original) The method of Claim 1 wherein the step of detecting whether the game ticket 

22 includes the cover includes the step of attempting to detect a feature located on a substrate 
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I of the game ticket 
2 

3 10. (Currently Amended) An apparatus for controlling the operation of a gaming system 

4 player station for displaying gaming results associated with a game ticket where the gam<? 

5 ticket includes a number of game nlav outcomes* the apparatus including: 

6 (a) a cover sensor associated with a game ticket reader o n Un player station, the cover 

7 sensor producing a cover sensor output; and 

8 (b) a processor coupled to the cover sensor forij} disabling the player station from 

9 displaying gaming results associated with the game ticket when the cover sensor 
10 output indicates the presence of the a cover on the game ticket and for (ii) 

II displaying the gaming resul t s associated with the game ticket at the player statiQA 

12 in the event that the step of determining whe ther the game ticket includes the 

13 cover indicates that the cover is n ot p rese nt on the game ticket, where displaying 

14 the pamin g results associated with the g ame ticket includes individually 

15 displayin g each game plav outcome of the numb er of game play outcomes. 
16 

17 11. (Original) The apparatus of Claim 10 further including an orientation sensor coupled to 

18 the processor, the orientation sensor being operable to produce an orientation output 

1 9 indicative of an orientation of the game ticket in the game ticket reader. 
20 

21 12. (Currently Amended) The apparatus of Claim 11 wherein the processor enable* the player 

22 station to display gaming ic&ults when the cove* scmur output indicates m absen ce of the 
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1 cover and displays the gaming results associated with the game ticket at the plaver station 

2 when the orientation output indicates that the game ticket has been inserted properly in 

3 the game ticket receiver reader. 
4 

5 13. (Original) The apparatus of Claim 10 wherein the cover sensor is an optical sensor. 
6 

7 14,. (Original) The apparatus of Claim 10 wherein the cover sensor is a magnetic sensor. 
8 

9 15. (Original) The apparatus of Claim 10 wherein the cover sensor is operable for detecting a 

1 0 feature located on the cover. 
11 

12 16. (Original) The apparatus of Claim 1 0 wherein the cover sensor is operable for detecting a 

13 feature located on a substrate of the game ticket. 
14 

15 17. (Currently Amended) A program product for use in controlling a player station adapted to 

16 display gaming results associated with a game ticket where the game ticket includes a 

17 number of game play outcomes, the program product being stored on a computer readable 

18 medium and including: 

19 (a) cover sensor reading code for reading a cover sensor output from a cover sensor 

20 associated with a game ticket receiver reader on the player station; and 

21 (b) player station control code for (i) disabling the player station from displaying the 

22 gaming results associated with the game ticket when the cover sensor output 
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1 indicates that the cover is present on the game ticket and also for (ii) displaying 

2 the gaming results associated with the g a me ticket at the player station in the 

3 event that the ste p of determi ning whether the game ticket includes the cover 

4 indicates that the cover is not present on the game ticket, where displaying the 

5 gaming results associated wi th the game ticket includes indi virtually splaying 

6 each game plav outcome of the numb er of game play outcomes. 
7 

8 1 8. (Currently Amended) The program product of Claim 1 7 further including orientation 

9 sensor reading code for reading an orientation sensor output from an orientation sensor 
1 0 associated with the game ticket receive r reader . 

11 

12 19. (Currently Amended) The program product of Claim 1'8 wherein the player station control 

1 3 code is operable for enabling t he player s t ation to display the results associated with the 

14 gam e ticket when the cover sensor ou tp ut indicates an absence of the co ver and 

15 displaying the gaming results associated with the g ame ticket at the player station when 

16 the orientation sensor output indicates that the game ticket has been inserted properly in 

17 the game ticket receiver reader. 
18 

19 20. (Original) The program product of Claim 17 wherein the cover sensor output comprises a 

20 signal residing at either a first signal level or a second signal level. 
21 

22 21. (Currently Amended) The program product of Claim ¥f 18 wherein the orientation sensor 
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1 output comprises a signal residing at either a first signal level or a second signal level. 
2 

3 22. (Currently Amended) The program product of Claim 17 further including orientation 

4 sensor processing code for deriving the an orientation sensor output from a set of data 

5 read from the game ticket. 
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